NITOFLON® INTRODUCTION

NITOFLON- Adhesive Tapes

Heat-resistant adhesive tapes made of a variety of substrates
with largely silicone adhesive coatings.

Main uses

e  Heat-resistant bundling of coils, motors and lead wires
e  Wrapping for lubrication of laminating rolls

e  Heat-resistant lubricants for heat sealing

e  Paper guides for printers and photocopiers

Linings for hoppers and chutes
Heat-resistant Masking




NITOFLONe Adhesive Tape No. 903UL

Size designation: thickness x width x length

Thickness (mm) Width (mm) Length (m)
&5 *9 e, 13 *15 *18 *19 *20 *22 *25 *30 *38 10
0.08 *40 *50 *75 80 *100 *150 *200 *250 *300 350 400 450
*1a 19 25 38 40 50 75 100 33
013 5 9 *10 3 15 18 *19 20 22 5 *30 *38
g *40 *50 LT 80 *100 150 200 *250 *300 350 400 450
018 5 9 A0 3 15 18 *19 20 22 *25 *30 *38 10
; *40 *50 75 80 *100 150 200 *250 *300 350 400 450
023 5 9 *10 13 15 18 *19 20 22 *25 *30 *38
i *40 *50 *75 80  *100 150 200 *250 300 350 400 450

Note: Thickness includes the adhesive.

= Standard sizes are marked *.
= Widths not indicated in the table are available as a special order within the following parameters.

Width: 4~450mm. 1~5mm increments according to width.

Maximum width: Up to 540mm






